
VP-4x4
 

4x4 Computer Graphics Video & Balanced Stereo Audio Matrix Switcher

 

 
The VP-4x4 is a high-
performance matrix switcher 
for computer graphics video 
signals, with resolutions 
ranging from VGA through 
UXGA and higher, and 
balanced stereo audio 
signals. The unit can route 
any or all inputs to any or all 
outputs simultaneously. 



 

VP-4x4

High Bandwidth - 440MHz (VP-4x4) & 300MHz 
(VP-4x4xl) fully loaded (-3dB).  
Control - Front panel, RS-232 (K-R o u t e r ™  
Windows®-based Kramer software is 
included), RS-485 & IR remote (VP-4x4XL).  
Delayed Switching (VP-4x4xl) - Up to a 3.5s 
(user selectable) delay for clean switching.  

FEATURES TECHNICAL SPECIFICATIONS

INPUTS: 4 analog red, green, blue signals: 
0.7Vpp/75Ω, H & V syncs, TTL 
level on 15-pin HD (F) connectors; 
4 balanced stereo audio signals, 
+4dBu/33K typical, 21Vpp max. on 
detachable terminal blocks.

OUTPUTS: 4 analog red, green, blue signals: 
0.7Vpp/75Ω, H & V syncs, TTL 
level on 15-pin HD (F) connectors; 
4 balanced stereo audio signals, 
+4dBu/50Ω typical, 21 Vpp max. 
on detachable terminal blocks.

BANDWIDTH 
(-3dB):

Video: 440MHz, Audio: 100kHz.

MAX. OUTPUT 
LEVEL:

Video: 2.6Vpp, Audio: 21Vpp.

S/N RATIO: Video: 73.5dB, Audio: 96dB 
unweighted.

CROSSTALK 
(all hostile):

Video: -54dB @5kHz, Audio: -
72dB @1kHz.

AUDIO THD + 
NOISE:

0.031%.

AUDIO 2nd 
HARMONIC:

0.02% @1kHz.

CONTROLS: Front panel, RS-485.

POWER 
SOURCE:

230V AC, 50/60Hz, (115V AC, 
U.S.A.) 12VA max.


